
 

HL535 „Primus-Board“  
Shower board with integrated shower channel 
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Product description 
 
HL535 „Primus-Board“ is a complete drainage system with integrated shower channel for 
barrier-free, tiled shower areas, available from 80cm to 100cm, each in 5cm steps; or made to 
measure on request (max. 100cm x100cm). 
 
In this system the drain body of the well-known shower channel HL531 „Primus-Line“ is stuck 
into an EPS-board with linear slope. The surface is covered with a waterproof fleece and 
therefore may be directly laid with tiles. The shower part is equipped with a stainless steel 
frame, cover and removable „Primus“ trap. Holes in the frame care for the drainage of soaking 
water below the tiles. 
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Article-No. B (mm) A (mm) H (mm) Cover Material Dimension 

535-100 x 100(/18)(/23)(/28) 1000 1000 113 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 100 x 100 cm 

535.0-100 x 100(/18)(/23)(/28) 1000 1000 113 without PP/ABS/EPS-40/St. steel V2A DN50 / 100 x 100 cm 

535-95x95 950 950 111,5 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 95 x 95 cm 

535-100 x 90(/18)(/23)(/28) 1000 900 110 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 100 x 90 cm 

535.0-100 x 90(/18)(/23)(/28) 1000 900 110 without PP/ABS/EPS-40/St. steel V2A  DN50 / 100 x 90 cm 

535-95x85 950 850 108,5 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 95 x 85 cm 

535-100 x 80(/18)(/23)(/28) 1000 800 107 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 100 x 80 cm 

535.0-100 x 80(/18)(/23)(/28) 1000 800 107 without PP/ABS/EPS-40/St. steel V2A DN50 / 100 x 80 cm 

535-95x75 950 750 105,5 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 95 x 75 cm 

535-90 x 100(/18)(/23)(/28) 900 1000 113 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 90 x 100 cm 

535.0-90 x 100(/18)(/23)(/28) 900 1000 113 without PP/ABS/EPS-40/St. steel V2A DN50 / 90 x 100 cm 

535-85x95 850 950 111,5 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 85 x 95 cm 
       
535-90 x 90(/18)(/23)(/28) 900 900 110 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 90 x 90 cm 

535.0-90 x 90(/18)(/23)(/28) 900 900 110 without PP/ABS/EPS-40/St. steel V2A DN50 / 90 x 90 cm 

535-85x85 850 850 108,5 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 85 x 85 cm 

535-90 x 80(/18)(/23)(/28) 900 800 107 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 90 x 80 cm 

535.0-90 x 80(/18)(/23)(/28) 900 800 107 without PP/ABS/EPS-40/St. steel V2A DN50 / 90 x 80 cm 

535-85x75 850 750 105,5 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 85 x 75 cm 

535-80 x 100(/18)(/23)(/28) 800 1000 113 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 80 x 100 cm 

535.0-80 x 100(/18)(/23)(/28) 800 1000 113 without PP/ABS/EPS-40/St. steel V2A DN50 / 80 x 100 cm 

535-75x95 750 950 111,5 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 75 x 95cm 

535-80 x 90(/18)(/23)(/28) 800 900 110 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 80 x 90 cm 

535.0-80 x 90(/18)(/23)(/28) 800 900 110 without PP/ABS/EPS-40/St. steel V2A DN50 / 80 x 90 cm 

535-75x85 750 850 108,5 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 75 x 85 cm 

535-80 x 80(/18)(/23)(/28) 800 800 107 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 80 x 80 cm 

535.0-80 x 80(/18)(/23)(/28) 800 800 107 without PP/ABS/EPS-40/St. steel V2A DN50 / 80 x 80 cm 

535-75x75 750 750 105,5 Standard PP/ABS/EPS-40/St. steel V2A DN50 / 75 x 75 cm 
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• System solution for the whole shower area 
• Time and cost saving due to quick and standardized installation. Perfect for project 

buildings like e.g. hotels. Due to the sophisticated concept extra-formworks, screed, 
building of the slope or waterproofing are no longer necessary for the shower area. 

 • Simple cleaning due to removable trap. Therefore always access to the downpipe, when 
congested. 

• Primus-trap: No stench even without water! 

Attitudes 

Advantages 

• Connection: DN50 horizontal – for plugging  
• Height: 107 – 113 mm, depending on the size, incl. slope 
• Stainless steel frame: 500 x 82 mm 
• Load classification: K3 – max. 300 kg, with tiles 10 x 10 cm wheelchair-accessible 
• Capacity: 0,6 l/s 

Article numbers / dimensions 
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Installation 
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HL0531.0E Lot cover (PP) 

 

HL0531S Cover „Standard“ 480 x 50 mm 
V2A, brushed stainless steel 

 

HL0531.1E PRIMUS-trap  (ABS) 
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Article-No. Fits to article Outer dim. 
mm 

Inner dimension of tile 
hollow  mm Material / Colour 

HL0531S HL531.0 or HL535.0 480x50x25,5 - Stainless steel V2A 

HL0531S/18 HL531.0/18 or HL535.0/18 480x50x30,5 - Stainless steel V2A 

HL0531S/23 HL531.0/23 or HL535.0/23 480x50x35,5 - Stainless steel V2A 

HL0531S/28 HL531.0/28 or HL535.0/28 480x50x40,5 - Stainless steel V2A 
     
HL0531D HL531.0 or HL535.0 480x50x25,5 - Stainless steel V2A 

HL0531D/18 HL531.0/18 or HL535.0/18 480x50x30,5 - Stainless steel V2A 

HL0531D/23 HL531.0/23 or HL535.0/23 480x50x35,5 - Stainless steel V2A 

HL0531D/28 HL531.0/28 or HL535.0/28 480x50x40,5 - Stainless steel V2A 
     
HL0531I HL531.0 or HL535.0 480x50x25,5 474x44x12 Stainless steel V2A 

HL0531I/18 HL531.0/18 or HL535.0/18 480x50x30,5 474x44x17 Stainless steel V2A 

HL0531I/23 HL531.0/23 or HL535.0/23 480x50x35,5 474x44x22 Stainless steel V2A 

HL0531I/28 HL531.0/28 or HL535.0/28 480x50x40,5 474x44x27 Stainless steel V2A 
     
HL0531WG HL531.0 or HL535.0 480x50x25,5 - Stainless steel V2A/ white glass 

HL0531WG/18 HL531.0/18 or HL535.0/18 480x50x30,5 - Stainless steel V2A/ white glass 

HL0531WG/23 HL531.0/23 or HL535.0/23 480x50x35,5 - Stainless steel V2A/ white glass 

HL0531WG/28 HL531.0/28 or HL535.0/28 480x50x40,5 - Stainless steel V2A/ white glass 
     
HL0531GG HL531.0 or HL535.0 480x50x25,5 - Stainless steel V2A-green glass 

HL0531GG/18 HL531.0/18 or HL535.0/18 480x50x30,5 - Stainless steel V2A-green glass 

HL0531GG/23 HL531.0/23 or HL535.0/23 480x50x35,5 - Stainless steel V2A-green glass 

HL0531GG/28 HL531.0/28 or HL535.0/28 480x50x40,5 - Stainless steel V2A-green glass 
     
HL0531SG HL531.0 or HL535.0 480x50x25,5 - Stainless steel V2A-black glass 

HL0531SG/18 HL531.0/18 or HL535.0/18 480x50x30,5 - Stainless steel V2A-black glass 

HL0531SG/23 HL531.0/23 or HL535.0/23 480x50x35,5 - Stainless steel V2A-black glass 

HL0531SG/28 HL531.0/28 or HL535.0/28 480x50x40,5 - Stainless steel V2A-black glass 
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Accessoires - Covers 

mailto:office@hutterer-lechner.com


 

HL HUTTERER & LECHNER GmbH 
Brauhausgasse 3 -5, 2325 HIMBERG 

 

Tel.:  +43/(0)2235/86291-0   
 Fax DW  31 od. 52 

E-Mail: office@hutterer-lechner.com 
http://www.hutterer-lchner.com 

Accessoires – Underlay element HL535U 

Used to adjust to the construction height. Available in dimensions 80 x 80 cm to 100 x 100 cm, 
in 10 cm steps.  
 
Material: EPS 

Package: see www.hutterer-lechner.com 
Weight: see www.hutterer-lechner.com 
Price: see price list 

Delivery from: 1st of  Juni 2015  
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